ELECTRICAL REQUIREMENTS AND GROUNDING INSTRUCTIONS 


OBSERVE ALL GOVERNING CODES anp oRDINANCES 


Electrical Requirements 


A nominal 120 volt, 60 cycle AC only, 15 ampere fused 
electrical supply is required (time delay fuse or circuit 
breaker recommended). It is recommended that a sepa- 
rate circuit, serving only this appliance, be provided. 
Do not use an extension cord. 


Electrical Ground Is Required on This Appliance 


Recommended Grounding Method 


This appliance is factory equipped with a power supply 
cord with a three-pronged grounding plug. It must be 
plugged into a mating grounding type wall receptacle in 
accordance with the National Electrical Code and ap- 
plicable local codes and ordinances for this type instal- 
lation. When the installation does not already have a 
proper grounding type wall receptacle, the existing 
receptacle must be changed to the proper receptacle 
grounded in accordance with the National Electrical 
Code and applicable local codes and ordinances. See 
Figure 1. 
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FIGURE 1 


DO NOT, UNDER ANY CIRCUMSTANCES, REMOVE THE POWER SUPPLY GROUND PRONG 


Alternate Grounding Method 


If changing and properly grounding the wall receptacle 
is impossible and where local codes permit (consult 
your electrical inspector), a temporary, adapter may be 
plugged into the existing two-pronged wall receptacle 
to mate with the three-pronged electrical power supply 
cord. THIS, HOWEVER, IS NOT RECOMMENDED. 


If this is done, you must connect the lug and the green 
wire on the adapter to the wall receptacle cover plate 
screw and from this same screw, you must connect a 
separate ground wire to a grounded cold water pipe*. 
See Figure 2. Do not ground to a gas supply pipe. Do 
not connect appliance to electrical supply until adapter 
is permanently grounded. 


*Cold water pipe must have metal continuity to electrical 
ground and not be interrupted by plastic, mmbber or other 
electrically insulating connectors (including water meter or 
pump) without adding a jumper wire at these connections. 
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